Boeing 747 400 Limitations
	Autopilot with Use of Aileron Trim
	Prohibited
	

	HF Operation During Refueling
	Prohibited
	

	Turb Air Penetration 290-310 .82 - 
	.85
	M

	Min Icing Temperature or Below OAT/TAT
	10
	C

	Icing TAT
	10
	C

	Tailwind TO & LDG
	15
	KTS

	Crosswind TO & LDG not limiting
	30
	KTS

	Autopilot Must be Disengaged Below MDA Before
	50
	FT

	Autopilot Single Channel Must be Disengaged Before
	100
	FT

	Autopilot Must Not Be Engaged During TO Below
	250
	FT

	Turb Air Penetration .82-.85 290 - 
	310
	KTS

	Brake Accumulator Precharge Minimum
	750
	PSI

	Oxygen Crew Over Land Minimum
	950
	PSI

	Oxygen Supernumerary Minimum
	1200
	PSI

	Oxygen Crew Over Ocean
	1500
	PSI

	Max Flaps Extension
	20,000
	FT

	Max Altitude Operating 
	45,100
	FT

	Fuel Total Capacity 
	360,889
	LBS

	ZFW (811,000 or less) or reduce Linearly to 610,000
	635,000
	LBS

	Max Landing Wt 
	666,000
	LBS

	Takeoff Max 
	875,000
	LBS

	Taxi Max (@ZFW 610 & Above=MTOW +3000)
	878,000
	LBS
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