Lear 35A Emergency Procedures Quiz



Aborted Takeoff�











��Cabin Alt 10,000’ Warning

(Emergency Descent)�

















��Cabin/Cockpit Fire, Smoke or Fumes�













��Emergency Braking�





��Emergency Evacuation�











��Engine Failure During Approach�









��Engine Failure During Takeoff Above V1�











��Engine Failure During Takeoff Below V1�







��Engine Fire - Shutdown�











���

Fuel Press Light�







�
�Overspeed Recovery - Overspeed Warning Horn �















�
�Pitch Axis Malfunction�















�
�Roll or Yaw Axis Malfunction�














�
�Stall Warning Activates�










�
�Thrust Reverser - Deploy During Takeoff�









�
�Thrust Reverser Deployment During Takeoff Above V1

With AERONCA T/R’s�















�
�Thrust Reverser Deployment During Takeoff Above V1

With T/R 4000 T/R’s�















�
�Thrust Reverser Deployment During Takeoff Below V1�












�
�



�� FILENAME \p \* MERGEFORMAT �C:\Wp\Hwyc01c\asr\Lear\LR35A_Memory_Items_A_Z.doc�                 Page � PAGE  \* MERGEFORMAT �
1
�                                                              Rev. � SAVEDATE \@ "M/d/yyyy" \* MERGEFORMAT �3/23/2004�












